
Engine

Gear Box

Generator Set

Propulsion
Dimensions

Draft

Air draft (min. / max.)

Displacement

14.80 x 4.20 x 2.20 mtr.

1.60 mtr.

3.90 / 6.00 mtr.

40 tons

Merwestroom Inland towing / pushing launch

EUROPA nr.

Call sign

Constructed

Bollard Pull

Speed

02333206

PH3297

1969

5.0 tons

9.0 knots

Towing, Pushing

Basic functions GM Detroit Diesel, type 12V71N,
268 kW / 365 HP @ 1800 rpm

Twin Disc, type MG 514,
reduction 4.5:1

Petter, type PAZ1, 9 kVA, 
voltage 220/380 V - 50 Hz

Fixed pitch propeller in Kort Nozzle 
(Ø 1300 mm)

wijngaarden.com
E	 info@wijngaarden.com
T	 +31 (0) 184 490 244

Van Wijngaarden Marine Services BV
Buitenweistraat 15, 3372 BC Hardinxveld-Giessendam
The Netherlands

Tank capacities

Nautical equipment 

Deck equipment

Accommodation

Classification

Fuel oil 	 4.5 m3

Fresh water 	 2.0 m3

Ballast 	 3.0 m3

Radar - Magnetic compass
2x VHF - AIS - Rate-of-turn indicator

Push bow
Towing hook
2x Couple winch

2 persons

NSI - CBB (only for inland waters)


